VT Wing CAP Phish Concert Event Operations

Designated Safety Corridor

CORRIDOR A *

Departing MPV to EFK AO


Enter CORRIDOR A at
CCP SE Grid 466.


Maintain 72  30’ W to 
CCP Belvidere MTN.


Cruise Altitude

Odd + 500’ in CORRIDOR A

CORRIDOR B *

Departing EFK AO return MPV


Enter CORRIDOR B at
CCP NE Grid 436 (Bald MTN)


Maintain 72 Deg 0’ W to 
CCP SE Grid 436


Fly Direct


CCP MPV VOR at Cruise Altitude


Cruise Altitude

Even + 500’ in CORRIDOR B

* NOTE:

THESE SAFETY CORRIDORS ARE PROCEDURAL IN NATURE AND DO NOT SUPERCEDE ANY DIRECTION FROM FAA AIR TRAFFIC CONTROL SERVICES (ATCS) OR APPLICABLE FAR’S.  FLIGHT WILL BE AT THE PILOT IN COMMAND’S (PIC) DISCRETION.  PIC IS RESPONSIBLE FOR MAINTAINING MINIMUM SAFE ALTITUDES, MAINTAINING VMC IAW APPLICABLE FAR’S, FOLLOWING ATCS DIRECTIONS, AND MAINTAINING VISUAL SEPERATION FROM AIR TRAFFIC.

